N2 35565 Noroccan Goumier Rifles

135 (1943)

MapokxkaHcKkue rymbepbl
(1943 r.)
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MCNOJIb3VENMDIE KPACKMU / USED COLORS:
Model Master
A 1712 OnnBKOBO-3€/1EHbIN, MaT. Field Green
B 1721 Cepblii, MaTOBBbI Medium Gray
C 1709 BexeBbll, MaTOBbIN Radome Tan
D 1567 TeMHO-6eXeBbliA, MaT. Flat Tan
E 1795 TemHbIVi MeTann Gunmetal
F 1780 Cranb Steel
G 1782 JlaTyHb Bright Brass
H 1597 YepHblii, NonymaToBbI Semigloss Black
J 1710 TemMHO-3eneHbl, MaToBbIN Dark Green
K 1736 Koxa Leather
L 1701 KopwnyHeBbIii, MaToOBbIV Military Brown
M 1516 TenecHbli Skin Tone
N 1749 YepHblil, MaTOBBIN Flat Black
P 1705 KpacHbliin, MaTOBbI Insignia Red
R 1571 3eneHblil, MaToOBbIN Flat Green
S 1768 Benbiil, MaTOBbIN Flat White
BHUMAHMUE! CAUTION!
Mepen c6opkoii BHMMATENbHO MPOYMTATb PYKOBOACTBO MO MOHTaxy. Kaxpgas pertanb Read the instructions thoroughly prior to assembly. Each component is numbered. Adhere
npoHymepoBaHa. Cobntogate  NOCNeAoBaTENbHOCTL  MOHTaxa. Heobxogumble  pabouve to specified sequence of assembly. Tools required: knife and file for removal of components from

WHCTPYMEHTbI: HOX W HanWibHUK AN 3a4UCTKU AeTanei; pe3vHoBas rneHTa, Krenkas neHta frame; rubber bond, adhesive tape and clothes pegs for clamping components together after applying

M 3aXuUMbl ANs cywku Genba AnNS NpUKMMaHus cknevsaemblx AeTaneit. [etanu u3 nnactuka
OYNCTUTB B PacTBOPE MSIFKOrO MOIOLLETO CPEACTBA W BbICYLINTb Ha BO3Ayxe AN TOro, YToGbl
Kpacka W nepeBOAHble KapTUHKW nyywe npununanu. lepea  npukneusaHeM NpOBEPUTb,
noaxoaAT N [eTanu; Kneil HaHoCUTb SKOHOMHO. XpOM W Kpacky yAanuTb C NOBepXHocTewn
cknemBaHus. HeGonbluMe pAeTanu nokpacuTb neped Tem, kak OHW OyayT yaanews w3
pamok. Kpacky HeoBXoaMMO XOpOLLO MpOCYWMTb, TONMbKO NOCNE 3TOTO MPOAOIKaTb COOPKY.

adhesive. Clean plastic components in a mild detergent solution and allow to air-dry so that paint
and transfers adhere better. Prior to applying adhesive, check to see whether the components fit
together; apply adhesive sparingly. Remove chrome and paint from the contact surfaces. Paint small
components before removing them from the frame. Allow paint to dry well, and only then continue to
assemble.
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